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Lampholders, Medium Base

See General Information for Lampholders, Medium Base

WEICO (ASIA) INDUSTRIES LTD E91299

1-2 TARSUN RD

TARSUN HSIANG

SWEILIN SHANG, YUNLIN HSIEN 652 TAIWAN

Composition shell, keyed, Model(s) CO-8401SE

Composition shell, keyless, Model(s) CO-8402H2, CO-8402H3

Lampholders, medium base, cleat-type, Model(s) 8402H7

Lampholders, medium base, surface-mounted, Model(s) 9880+, 9882+, WLHCF501

Lampholders, medium base, switch type, Model(s) SO8310, WLSC8310

Medium base lampholders, Model(s) 8402H5, 8403+, 8403DWH+, 8403WH, 8405H+, 8405H1+, 8405H2+, 8430, 8431, 8432,
9814+, 9882+, CO-8403C-DL, CO-8403CL+, CO-8403CL-DL, CO-8403R+, SO10084CBR, SO10084CCP, SO10084CNP, SO8300,
WLSC8300, WLSC8403C-T, WLSC8403C-T-DL, WLSC8403C-TR, WLSC8403C-TR-DL, WLSP8403C-T

Medium base, pin-type lampholders, Model(s) 8400

Medium base, pin-type, weatherproof lampholders, Model(s) 8400-1

Pendant type medium base lampholders, Model(s) 8300

Porcelain shell, keyed, Model(s) CO-8401SP

Porcelain shell, keyless, Model(s) CO-8402H, CO-8402H1, CO-8403C

Surface-mounted and outlet box-connected lampholders with pull-chain switch and receptacle, Model(s) 8407D-7P,
9716, S860, S865

Surfaced-mounted and outlet box-connected lampholders, with pull-chain switches, Model(s) 8407D-4P, 8407DCP,
8407DPP

Surfaced-mounted and outlet box-connected switchless lampholders, Model(s) 8407D, 8407D-1, 8407D-2, 8407DCK,
8407DPK

Twin-socket type lampholders, Model(s) 8408, 8409

+ - May be followed by suffixes for color and packaging.
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See General Information for Lampholders, Medium Base - Component

WEICO (ASIA) INDUSTRIES LTD E91299

1-2 TARSUN RD

TARSUN HSIANG

SWEILIN SHANG, YUNLIN HSIEN 652 TAIWAN

Medium base interiors with pull chain, Model(s) 8407D-PI

Medium base interiors with pull chains, Model(s) 962

Medium base lampholders, Model(s) 8402H4, 8402H5, 8403, 8405H-I, 8405H1-I, 8405H2-I, 8405H5-2, 8405H5-3, 8405H5-3A,
8405H5-A, 8405H5-B, WLSC8403C-SS, WLSC8403C-SS-DL, WLSC8403C-SSR, WLSC8403C-SSR-DL

Twin socket switched medium base lampholders, Model(s) 8408PP-2, 8408S

Marking: Company name or trademark  and model designation.
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WEICO (ASIA) INDUSTRIES LTD E91299

1-2 TARSUN RD

TARSUN HSIANG

SWEILIN SHANG, YUNLIN HSIEN 652 TAIWAN

Composition shell, keyless, Model(s) CO-8402H2, CO-8402H3

Lampholders, medium base, cleat-type, Model(s) 8402H7

Lampholders, medium base, surface-mounted, Model(s) 9880+, 9882+, WLHCF501

Lampholders, medium base, switch type, Model(s) SO8310, WLSC8310

Medium base lampholders, Model(s) 8402H5, 8403+, 8403DWH+, 8403WH, 8405H+, 8405H1+, 8430, 8431, 8432, 9814+,
9882+, CO-8403C-DL, CO-8403CL+, CO-8403CL-DL, CO-8403R+, SO10084CBR, SO10084CCP, SO10084CNP, SO8300,
WLSC8300, WLSC8403C-T, WLSC8403C-T-DL, WLSC8403C-TR, WLSC8403C-TR-DL, WLSP8403C-T

Medium base, pin-type lampholders, Model(s) 8400

Medium base, pin-type, weatherproof lampholders, Model(s) 8400-1

Pendant type medium base lampholders, Model(s) 8300

Porcelain shell, keyless, Model(s) CO-8402H, CO-8402H1, CO-8403C

Surface-mounted and outlet box-connected lampholders with pull-chain switch and receptacle, Model(s) 8407D-7P,
9716, S860, S865

Surfaced-mounted and outlet box-connected lampholders, with pull-chain switches, Model(s) 8407D-4P, 8407DCP,
8407DPP

Surfaced-mounted and outlet box-connected switchless lampholders, Model(s) 8407D, 8407D-1, 8407D-2, 8407DCK,
8407DPK

Twin-socket type lampholders, Model(s) 8408, 8409

+ - May be followed by suffixes for color and packaging.
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WEICO (ASIA) INDUSTRIES LTD E91299

1-2 TARSUN RD

TARSUN HSIANG

SWEILIN SHANG, YUNLIN HSIEN 652 TAIWAN

Medium base interiors with pull chain, Model(s) 8407D-PI

Medium base interiors with pull chains, Model(s) 962

Medium base lampholders, Model(s) 8402H5, 8405H-I, 8405H1-I, 8405H2-I, 8405H5-2, 8405H5-3, 8405H5-3A, 8405H5-A,
8405H5-B, WLSC8403C-SS, WLSC8403C-SS-DL, WLSC8403C-SSR, WLSC8403C-SSR-DL

Twin socket switched medium base lampholders, Model(s) 8408PP-2, 8408S

Marking: Company name or trademark  , model designation and the Recognized Component Mark for Canada, 
.
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