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ARDITI SPA E488137

VIA CABERARDI 3

24012 VAL BREMBILLA, BG ITALY

Cat. 
No. Load Watts Volts Hz

T 
Rating

Pol/
Thr

Endur-
ance 
Cycles IP

Dis Full
(mm)/
Micro

Pollu-
tion 

Degree

Ball 
Pres-
sure 
(°C)

Glow
Wire
(°C) 
(tE 
2 s)

PTI
(V)

Appli-
ance 
Clas-
sifi-

cation Std

Switch

1012S
LAMP
LFP/
1012AS
LAMP
LFP

L 4-250 220-
240

50/60 35 1/1 1E4 20 electronic 2 75 650 175 I or II IEC 61058-
1:2000+A1+A2,

IEC 61058-2-
1:2010L 4-200 120

CFL lamp
(max. 4
lamps)

11-25 100-
240

LED lamp
(max. 4
lamps)

4-25 100-
240

1012S
ML LFP/
1012AS
ML LFP

LED
Modules
(max. 4

modules)

4-25 100-
240

50/60 35 1/1 1E4 20 electronic 2 75 650 175 I or II IEC 61058-
1:2000+A1+A2,

IEC 61058-2-
1:2010

1004P
LAMP
LFP

L 4-150 220-
240

50/60 35 — 1E4 20 electronic 2 75 650 175 II IEC 61058-
1:2000+A1+A2

IEC 61058-2-
1:2010

L 4-100 120 50/60 35 — 1E4 20 electronic 2 75 650 175 II IEC 61058-
1:2000+A1+A2

IEC 61058-2-
1:2010

SpecL
(CFL lamp
Dimmable

max. 4
lamps)

11-25 100-
240

50/60 35 — 1E4 20 electronic 2 75 650 175 II IEC 61058-
1:2000+A1+A2

IEC 61058-2-
1:2010

1004P
ML LFP

SpecL
(LED
lamp

Dimmable
2max. 4 -

lamps)

4-25 100-
240

50/60 35 — 1E4 20 electronic 2 75 650 175 II IEC 61058-
1:2000+A1+A2

IEC 61058-2-
1:2010

SpecL
(LED

modules
max. 4

modules)

4-25 100-
240

50/60 35 — 1E4 20 electronic 2 75 650 175 II IEC 61058-
1:2000+A1+A2

IEC 61058-2-
1:2010
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ARDITI SPA E488137

VIA CABERARDI 3

24012 VAL BREMBILLA, BG ITALY

Cat. 
No. Load Watts Volts Hz

T 
Rating

Pol/
Thr

Endur-
ance 
Cycles IP

Dis Full
(mm)/
Micro

Pollu-
tion 

Degree

Ball 
Pres-
sure 
(°C)

Glow
Wire
(°C) 
(tE 
2 s)

PTI
(V)

Appli-
ance 
Clas-
sifi-

cation Std

Switch

1012S
LAMP
LFP/
1012AS
LAMP
LFP

L 4-250 220-
240

50/60 35 1/1 1E4 20 electronic 2 75 650 175 I or II CSA
C22.2

NO.
61058-

1-09
L 4-200 120

CFL lamp
(max. 4

x)

11-25 100-
240

LED lamp
(max. 4

x)

4-25 100-
240

1012S
ML LFP/
1012AS
ML LFP

LED
Modules
(max. 4

x)

4-25 100-
240

50/60 35 1/1 1E4 20 electronic 2 75 650 175 I or II CSA
C22.2

NO.
61058-

1-09

1004P
LAMP
LFP

L 4-150 220-
240

50/60 35 — 1E4 20 electronic 2 75 650 175 II CSA
C22.2

NO.
61058-

1-09

L 4-100 120 50/60 35 — 1E4 20 electronic 2 75 650 175 II ICSA
C22.2

NO.
61058-

1-09

SpecL
(CFL lamp
Dimmable

max. 4
lamps)

11-25 100-
240

50/60 35 — 1E4 20 electronic 2 75 650 175 II CSA
C22.2

NO.
61058-

1-09

1004P
ML LFP

SpecL
(LED
lamp

Dimmable
2max. 4 -

lamps)

4-25 100-
240

50/60 35 — 1E4 20 electronic 2 75 650 175 II CSA
C22.2

NO.
61058-

1-09

SpecL
(LED

modules
max. 4

modules)

4-25 100-
240

50/60 35 — 1E4 20 electronic 2 75 650 175 II CSA
C22.2

NO.
61058-

1-09
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entirety and in a non-misleading manner, without any manipulation of the data (or drawings). 2. The statement "Reprinted from
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